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B A S I C  D A T A 
 
MODEL: NEK6165U 
 
ELECTRICAL RATING: 

V Phase Hz RLA LRA MCC 
115 1 60 5.0 28.0 7.0 

 
MOTOR: 
P-Ref M-Ref Manufacturer Stator Rotor Notes 

1 1 Embraco MAF5067 AF166 See SA4369(Sp) Description 

 
MOTOR PROTECTION: 
P-Ref M-Ref Type Manufacturer Designation 

1 1 External Line Break Electrica T0743/xx 
2 1 External Line Break Sensata MST22AKK 
3 1 External Line Break Electrica T0927/xx 

 
MOTOR PROTECTION TEST CHARACTERISTICS: 

Locked-Rotor Cycle Rate Locked-Rotor Test Record Reference 
P-Ref M-Ref On, s Off, 

min:s 
Total c Model Report Date Basic Data 

Page 

*1 1 1.5 1:14.6 17825( - - - 
*2 1 2.2 1:31.1 13483( - - - 
3 1 1.7 0:32.8 35294 - - - 

 
Limited Short Circuit Tests Limited Short Circuit Test Record Reference 
P-Ref Fuse AFC Model Report Date Basic Data Page 

1 80 1000 Tested in File E51822 Dated 1987-08-04. 
2 45 200 Tested in File E15962 Dated 1950-05-15. 
3 20 200 Test in File E51822 Dated 2004-06-02 

 
MECHANICAL CONSTRUCTION: Spring Mounted 

No. Cyl. Bore, mm Stroke, mm Displ. CC/Rev. 
1 20.8 18.12 6.16 

 
STARTING/RUNNING COMPONENTS: (SDFY2) 

Start Device – Optional Start Cap – Optional Run Cap 
Type Manufacturer Designation uF V uF V 
Current Electrica MTRPH59xx 145-174 >250 - - 
Current Sensata 9660C-xx-172 145-174 >250 - - 

 
* 
 
xx - Additional characters indicating terminals or leads. 
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MODEL: NEU6181U 

 

ELECTRICAL RATING: 

 

V Phase Hz RLA LRA MCC 

115-127 1 60 5.0 30.0 7.0 

 

MOTOR: 

 

P-Ref M-Ref Manufacturer Stator Rotor Notes 

1,2,3 1 Embraco MAF5475 AF2509 See SA4369(Sp) Description 

 

MOTOR PROTECTION: 

 

P-Ref M-Ref Type Manufacturer Designation 

1 1 External  Sensata 4(5)TM783NFB 

2 1 External  Sensata MSP(T)26AHK 

3 1 External BDG AE85FLY 

 

MOTOR PROTECTION TEST CHARACTERISTICS: 

 

Locked-Rotor Cycle Rate Locked-Rotor Test Record Reference 

P-Ref M-Ref On, 

s 

Off, 

min:s 

Total c Model Report 

Date 

Basic Data 

Page 

1 1 4.0 3:05.5 6,597 ----- 

2 1 1.9 1:35.1 12,956 ----- 

3 1 1.3 0:59.4 18,595 ----- 

 

Limited Short Circuit Tests Limited Short Circuit Test Record Reference 

P-Ref Fuse AFC Model Report Date Basic Data Page 

1 20 200 Tested in Report SA4369 Dated 1996-01-16 

2 20 200 Tested in Report E15962 Dated 1950-05-15. 

3 20 200 Tested in Report E213500 Dated 2001-05-21 

 

MECHANICAL CONSTRUCTION: 

 

No. Cyl. Bore, mm Stroke, mm Displ. CC/Rev. 

1 26.5 13.2 7.28 

 

STARTING/RUNNING COMPONENTS: 

 

Start Device – Optional Start Cap – Optional Run Cap 

Type Manufacturer Designation uF V uF V 

Current Electrica MTRPH60 189-227 ≥250 - - 

 

(xxx) - Additional Characters indicating terminals or leads. 
 


